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TECHNICAL SPECIFICATIONS

COMPOSITION
WEIGHT

WIDTH

FLEXING TEST

ABRASION

FLAMMABILITY

PVC
600 GRAMS / LINEAR METER +5%
137 CMS / 54 INCHES +2%

20,000 CYCLES

50,000 CYCLES MARTINDALE ABRASION
TESTER AT 12 KPA PRESSURE

BS EN 1021-1:1994 (CIGRETTE TEST): PASS
BS EN 1021-2:1994 (MATCH FLAME TEST): PASS

FLAMMABILITY PERFORMANCE IS DEPENDENT
ON THE COMBINATION OF MATERIAL USED

PASSING BIS METHOD

FASTNESS TO

IS 15768 : 2008 (RA-2018)
I1Su12467 : PART=-1; 2006 &
IS 12467 : PART-2: 2006

DRY:4.5,WET:4; (ISO-X12:2016)

RUBBING
MAINTENANCE DO NOT USE ABRASIVE CLEANER
UPHOLSTERY, ACOUSTIC,
USAGE AUDITORIUM SEATINGS,
MODULAR FURNITURE
BATCH TO BATCH VARIATION
l\CfICA;I'I“%IIJ'Il;N G IN SHADE MAY OCCUR WITHIN
COMMERCIAL TOLERANCES
PLEASE VISIT OUR WEBSITE TO OPEN A
WEBSITE NEW WORLD TO FABRICS FOR OFFICE INTERIORS

www.responsefabrics.com
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CHICAGO

COMPOSITION

WEIGHT

. ¢ Back

TO INDEX PAGE

PVC

900 GRAMS / LINEAR METER +5%
WIDTH 137 CMS / 54 INCHES 2%
ABRASION 90,000 CYCLES MARTINDALE
BS EN 1021-1:1994 (CIGRETTE TEST): PASS
BS EN 1021-2:1994 (MATCH FLAME TEST): PASS
A\ MMABIE FLAMMABILITY PERFORMANCE IS DEPENDENT
ON THE COMBINATION OF MATERIAL USED
IS 15768 : 2008 (RA-2018)
PASSING BIS METHOD | IS 12467 : PART-1: 2006 &

FASTNESS TO
RUBBING

MAINTENANCE

USAGE

COLOUR
MATCHING

WEBSITE

IS 12467 : PARE2: 2006

DRY:4,WET:4-5; (ISO-X12:2016)

DO NOT USE ABRASIVE CLEANER

UPHOLSTERY, ACOUSTIC,
AUDITORIUM SEATINGS,
MODULAR FURNITURE

BATCH TO BATCH VARIATION
IN SHADE MAY OCCUR WITHIN
COMMERCIAL TOLERANCES

PLEASE VISIT OUR WEBSITE TO OPEN A
NEW WORLD TO FABRICS FOR OFFICE INTERIORS
www.responsefabrics.com
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TECHNICAL SPECIFICATIONS

COMPOSITION PVC
| WEIGHT 654 GRAMS / LINEAR METER 5%
WIDTH 137 CMS / 54 INCHES +2%
BS EN 1021-1:1994 (CIGARETTE TEST) PASS
BS 7176: 1995 (LOW HAZARD): PASS
A S FLAMMABILITY PERFORMANCE IS DEPENDENT
ON THE COMBINATION OF MATERIAL USED
IS 15768 : 2008 (RA-2018)
PASSING BIS METHOD | IS 12467 : PART-1: 2006 &
IS 12467 : PART-2: 2006
MAINTENANCE

DO NOT USE'ABRASIVE CLEANER

FASTNESS TO
LIGHT

ABOVE 5 ISO 105-B0O2:2014

FASTNESS TO
RUBBING

COLOUR
MATCHING

USAGE

WEBSITE

DRY:4.5 & WET:4: ISO-X12:2016

BATCH TO BATCH VARIATION
IN SHADE MAY OCCUR WITHIN
COMMERCIAL TOLERANCES

UPHOLSTERY, ACOUSTIC,
AUDITORIUM SEATINGS,
MODULAR FURNITURE

PLEASE VISIT OUR WEBSITE TO OPEN A |
NEW WORLD TO FABRICS FOR OFFICE INTERIORS |
www.responsefabrics.com
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COMPOSITION PVC- 78% PU- 2% & POLYESTER

WEIGHT 1000 GRAMS / LINEAR METER +5%

WIDTH 137 CMS / 54 INCHES 2%

ABRASION 1,00,000 CYCLES (TESTED AT 12 KPA PRESSURE)

WYZENBEEK ABRASION | ASTM D4157-1,50,000 (#10 COTTON DUCK)

BALLY FLEXING TEST |@-10- SATRA- PM 55-1.5 LAC

FLEXING TEST AS PER SATRA- TM 55:1999
BS EN 1021-1:1994 (CIGRETTE TEST): PASS
BS EN 1021-2:1994 (MATCH FLAME TEST): PASS

FLAMMABILITY CAL-117 (CIGRAETTE TEST, ANNEXURE B)
FLAMMABIEIEY PERFORMANCE IS DEPENDENT
ON THE COMBINATION OF MATERIAL USED
ISM5768 : 2008 (RA-2018)

PASSING BIS METHOD |IS 12467 : PART-1: 2006 &
IS 12467% PART-2: 2006

SOIL RELEASE AATCC 130-2018

ANTIMICROBIAL AATCC-100

MAINTENANCE DO NOT USE ABRASIVE CLEANER

FASTNESS TO LIGHT | ABOVE 5; ISO 105-B0O2: 2014

FASTNESS TO RUBBING | DRY: 4.5; & WET: 4; [SO-X12:5016
UPHOLSTERY, SOFA, CHAIR,

USAGE RECLINERS, AUDITORIUM SEATINGS

MODULAR FURNITURE
BATCH TO BATCH VARIATION

COLOUR IN SHADE MAY OCCUR WITHDN
COMMERCIAL TOLERANCES
PLEASE VISIT OUR WEBSITE TO OPEN A

WEBSITE NEW WORLD TO FABRICS FOR OFFICE INTERIORS

www.responsefabrics.com
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COMPOSITION

WEIGHT

WIDTH

PASSING BIS METHOD

MAINTENANCE

FASTNESS TO
LIGHT

FASTNESS TO
RUBBING

COLOUR
MATCHING

WEBSITE

Back

TO INDEX PAGE
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COMPOSITION PVC

WEIGHT 650 GRAMS / LINEAR METER £5%

WIDTH 137 CMS / 54 INCHES %2%
BS EN 1021-1:1994 (CIGARETTE TEST):PASS
BS 7176: 1995 (LOW HAZARD): PASS

FLAMMABILITY ( )
FLAMMABILITY PERFORMANCE IS DEPENDENT
ON THE COMBINATION OF MATERIAL USED
IS 15768 : 2008 (RA-2018)

PASSING BIS METHOD | IS 12467 : PART-1: 2006 &
IS 12467 : PART-2: 2006

MAINTENANCE DO NOT USE ABRASIVE CLEANER

FASTNESS TO

DRY:4.5 & WET:4; [SO-X12:2016

RUBBING
BATCH TO BATCH VARIATION
f\:ﬂ?\l’;‘%gll:N G IN SHADE MAY OCCUR WITHIN
COMMERCIAL TOLERANCES
UPHOLSTERY, ACOUSTIC,
USAGE AUDITORIUM SEATINGS,
MODULAR FURNITURE
PLEASE VISIT OUR WEBSITE TO OPEN A
WEBSITE NEW WORLD TO FABRICS FOR OFFICE INTERIORS

www.responsefabrics.com
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COMPOSITION PVC

WEIGHT 650 GRAMS / LINEAR METER 5%

WIDTH 137 CMS / 54 INCHES %=2%
BS EN 1021-1:1994 (CIGARETTE TEST):PASS
BS 7176: 1995 (LOW HAZARD): PASS

FLAMMABILITY ( )
FLAMMABILITY PERFORMANCE IS DEPENDENT
ON THE COMBINATION OF MATERIAL USED
IS 15768 : 2008 (RA-2018)

PASSING BIS METHOD | IS 12467 : PART-1: 2006 &
IS 12467 : PART-2: 2006

MAINTENANCE DO NOT USE ABRASIVE CLEANER

FASTNESS TO

DRY:4.5 & WET:4; [SO-X12:2016

RUBBING
BATCH TO BATCH VARIATION
;T,}%II{II:N A IN SHADE MAY OCCUR WITHIN
COMMERCIAL TOLERANCES
UPHOLSTERY, ACOUSTIC,
USAGE AUDITORIUM SEATINGS,
MODULAR FURNITURE
PLEASE VISIT OUR WEBSITE TO OPEN A
WEBSITE NEW WORLD TO FABRICS FOR OFFICE INTERIORS

www.responsefabrics.com
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TECHNICAL SPECIFICATIONS

FLEXING TEST

COMPOSITION PVC
WEIGHT 650 GRAMS / LINEAR METER 5%
WIDTH 140 CMS / 55 INCHES £2%

30,000 CYCLES

ABRASION 80,000 CYCLES MARTINDALE
BS EN 1021-1:1994 (CIGARETTE TEST):PASS
FLAMMABILITY BS EN 1021-2: 1994(MATCH TEST): PASS

(FR RETARDENT)

FLAMMABILITY PERFORMANCE IS DEPENDENT
ON THE COMBINATION OF MATERIAL USED

18815768 : 2008 (RA=2018)

PASSING BIS METHOD |IS 12467 : PART-1: 2006 &

IS 1246 4 PART-2: 2006
MAINTENANCE DO NOT USE ABRASIVE CLEANER
FASTNESS TO

DRY:4-5 & WET:4; TSQ-X12:2016
RUBBING

BATCH TO BATCH VARIATION
:\:/I(;I'II‘%EIIIQN G IN SHADE MAY OCCUR WITHIN

COMMERCIAL TOLERANCES

UPHOLSTERY, ACOUSTIC,
USAGE AUDITORIUM SEATINGS,

MODULAR FURNITURE

PLEASE VISIT OUR WEBSITE TO OPEN A
WEBSITE NEW WORLD TO FABRICS FOR OFFICE INTERIORS

www.responsefabrics.com
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